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SUMMARY OF FINDINGS AND RECOMMENDATIONS 
 
The main goals of this study were to assess existing conditions in the study area and to 
make recommendations to improve mobility, traffic safety, compliance with speed limit 
regulations and pedestrian safety. The Study team conducted an extensive data collection 
and performed multiple field evaluations to assess existing conditions, forecast future 
conditions and develop recommended improvements.  
 
The Study Team used the data collected for the study, the field evaluations and input 
from the citizens to develop a comprehensive list of transportation issues in the study 
area.  These issues are summarized in Figure 33.  A list of community participants can be 
found in Appendix L, and their comments can be found in Appendix M1.  The Study 
Team developed preliminary improvements to address the issues noted in Figure 34.  The 
Study Team evaluated the preliminary improvements, evaluated these improvements and 
developed a set of final recommendations.   
 
The recommended improvements summarized in Figure 34 are classified as short-term, 
mid-term or long-term.  Short-Term improvements are those that can be implemented 
within a one-year time period.  Mid-Term and Long Term improvements are those that 
can be implemented within five and ten year timeframes.  A preliminary planning cost 
estimate of these improvements and a prioritization list are presented in Appendix O. 

                                                 
1 During the last project meeting, one of the citizens requested that the scope of work for the study be 
included as an appendix in the final report.  Thus, the scope of work for this study is provided in Appendix 
N. 
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Transportation Issues

in the Study Area

Pedestrian access to Metrobus locations
on north side of Loughboro Road

Traffic operations

Pedestrian safety
and speeding

Pedestrian safety and traffic operations

Fletcher’s
Boathouse

Left turn lane usage and signage

- Vehicular congestion
- Traffic operations
- Pedestrian safety

- Pedestrian safety and traffic operations/congestion
- School zone operationsPedestrian safety and traffic operations

Traffic Flow and Safety Concerns

- Cut-through traffic
- Traffic blocking intersection of
   Foxhall and MacArthur

Pedestrian safety between V Street and Reservoir Road

Signage concerns

Right turns from Reservoir Road onto MacArthur Blvd.

Congestion and Safety Concerns
Related to New Field School

Our Lady of
Victory

St. Patrick's
Lab School

Whitehaven Pkwy

Lack of parking information

Traffic operations

SB Arizona AM left turns
Pavement marking concerns
Pedestrian access to Capital

Crescent Trail

Condition of signing on Clark Place

Inadequate signing
and striping for left
lane at MacArthur
Boulevard

Pedestrian Safety

Traffic operations

Traffic operations

Traffic operations

Traffic operations

Pedestrian Safety

Poor sight distance

Lack of parking information

Speed of traffic

Lack of pavement
markings

Area-Wide Concerns/Study Points:
- Signal Timing/Progression
- Pavement Markings

Sight distance

Bus operations

Traffic operations

Traffic operations

Pedestrian access to Metrobus
stops here and other locations

on MacArthur Blvd.

Cut-through
traffic

Traffic operations

Cut-through traffic
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Speeding

Speeding
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Recommended
Improvements

Construct bus shelter on Loughboro Road across from Palisades Lane. Construct concrete
pads for riders to stand on while waiting at all other stops on westbound Loughboro Road
between Foxhall Road and Dalecarlia Parkway. Place crosswalks on Loughboro Road.

Convert to
all-way stop.

Prohibit all U-turn movements. Extend dashed line
across boathouse driveway to wall. Install

reflectorized plate on wall separating boathouse
driveway from Canal Road. Install crash attenuator

on wall. Mid-term: fully signalize intersection.
Construct sidewalk on Reservoir road across from

end of existing sidewalk and towards signal.
Long-term: construct pedestrian underpass/overpass.

Fletcher’s
Boathouse

Ensure that signalization improvements emphasize exclusive left turn lane

Supplement existing signage related to left turn lane

See Note 2

Eliminate parking on north side between Foxhall Road and Ginger’s Way.
Operate two westbound lanes and one eastbound lane in this section.
Construct sidewalk the length of south side. Install raised crosswalk in front
of St. Patrick’s. Install speed humps on Whitehaven: one between proposed
exit driveway and GWU driveway and one between entrance driveway and
MacArthur. Use westernmost driveway for St. Patrick’s drop-off and
easternmost driveway as exit

Construct raised crosswalk.

Prohibit right turns from southbound Foxhall Road to westbound Canal Road.
Prohibit U-turns on westbound Canal Road.

1. Loughboro Road from MacArthur Road to Dalecarlia Parkway:
- Reduce number of through lanes from Dalecarlia Pkwy. to westbound Loughboro Road

from two to one.
- Stripe Loughboro Road as two westbound lanes from Dalecarlia Pkwy. to MacArthur

Blvd.
- Relocate bus shelter near hospital to location on bus access ramp.
- Install pavement marking on westbound Loughboro Road at MacArthur Blvd. to

indicate exclusive left turn lane and shared left/through/right lane.
- Carry westbound Loughboro Road lane line through intersection to delineate turning

path.
- Prohibit left turns form unsignalized Sibley driveway to eastbound Loughboro Road.
- Remove bus stop on eastbound Loughboro Road between Sibley Hospital driveway and

Dalecarlia Parkway.
2. Foxhall Road and Reservoir Road
- Replace all pavement markings.
- Add eastbound left turn lane on Reservoir Road. Lane configuration for eastbound

approach: left, through, right.
- Change signal timing and phasing.
- Eliminate 200 feet of parking on the north side of Reservoir Road west of Foxhall Road.
- Convert Salem Lane to one way eastbound.
- Construct sidewalk on east side of Foxhall road between Hoban Road and Reservoir

Road.
- Install “Yield to Pedestrians While Turning” sign (as on eastbound approach) for
westbound right turns.

3. Foxhall Road/MacArthur Blvd/44th Street
- Replace “Turn Left on Green with Caution” sign with standard (MUTCD-compliant) sign.

Install “Left Lane Must Turn Left” sign on median of northbound Foxhall Road.
- Extend solid striping for left turn lane by 120’. Add left arrow pavement marking 80’

before existing arrow. Add “ONLY” legend to all arrows.

No left turn signs have been added
to several locations on southbound
Foxhall Road to prevent drivers
from using 44th Street as a bypass

15mph school zone speed limit from V Street to Reservoir Road.

Remove existing DO NOT ENTER sign and replace
with new sign with the words “at Canal Road”

removed. Relocate sign to last driveway/cross-street.

Prohibit right turn on red from left lane of Reservoir Road.

Our Lady of
Victory

St. Patrick's
Lab School

Whitehaven Pkwy

Prohibit AM peak period (7:00 AM - 9:30 AM)
parking on northbound Foxhall Road from Q Street
to Greenwich Pkwy. Stripe second northbound lane.

Between Maud and Lowell Streets, install new striping and
parking signs indicating that the curb lane is a parking lane.

Change operation to allow for
AM left turns from southbound

Arizona Avenue.
Install lane control signals on

bridge. Remove Arrow/
”ONLY” pavement markings.

Add new street sign.
Construct sidewalk on east

side of Arizona from Sherrier
Place to Canal Road.

Pave pedestrian path from
intersection to Capital

Crescent Trail.

Replace sign assembly at Q Street and Clark
Place. Replace One-Way and Do Not Enter

signs on Clark Place near Canal Road.

See note 3

Construct sidewalk on east side of Foxhall Road
between Whitehaven Parkway and Garfield Street.

Add lane use pavement markings. Perform full signal warrant study
and signalize intersection. Interim: add supplemental Stop sign on
westbound Loughboro Road. Add “All-way” plate to Stop signs.

Stripe westbound Loughboro Road as two lanes from
University Terrace to Arizona Avenue. Stripe as an
exclusive left lane and an exclusive through lane.

Short-term: convert exclusive westbound left turn lane to shared left/
through lane.
Long term: add one new lane in each direction to Loughboro Road/
Nebraska Avenue.

Continue
centerline striping
to Loughboro.

Short term: Pavement marking and signage changes. Implement stone sidewalk as
demonstration. Long-term: Construct sidewalk on the east side.

Notes:

Install parking restriction signs north of Cathedral Avenue.

Replace no left turn sign on southbound Foxhall Road at Klingle Street.

Conduct full signal warrant study after developments
are in place. Signalize intersection if warrants are met.

Install pavement
markings and striping on
westbound Canal Road
prior to intersection with
Foxhall Road.

Signalized Intersections:
- Optimize signal timing
- Optimize cycle length
- Optimize Offsets

Construct Bus Shelter

See
Note 1

Prohibit parking on V Street between MacArthur Boulevard
and the first driveway.

- Move No Parking sign on northbound
receiving side of MacArthur by 40 feet.

- Eliminate parking on northbound
MacArthur between the legs of Q Street.
- Move westbound Q Street parking back

by 40 feet.

- Install peak
hour do not enter

sign at Arizona.
- Add all-way
stop signs at

Weaver and 51st
Streets

Geometric Improvements to increase capacity.
New signage on Canal Road and at Key Bridge.

Install all-way stop sign at 46th Street.

Install radar cameras every 2,000 feet for speed enforcement
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Place temporary speed monitors on both directions of Foxhall
Road for a period of two weeks. Repeat every three months.

Place temporary
speed monitors on
both directions of
Loughboro Road for a
period of two weeks.
Repeat every three
months.


